
SpecificationComponent

-40℃ ~ 150℃

±0.5℃

±2.0℃

2 ℃/min

2.0 ℃/min 

in empty chamber

PT100Ω

18kW

15kW

58Nm

5000RPM

3600RPM

5kW 2P

AC 440V 3PH

Air Cylinder

Motor & Screw

0.6 m/sec

0.1~10Hz

±170mm

4000W

2000N

Chamber

Driving 
Section

Jounce
Section

Temperature Range 

Temperature 

control accuracy

Temperature 

Humidity uniformity 

Temperature 

heating rate 

Rate of cooling

Rate of heating 

Temperature

Temperature 

control heater

Rated output(50%ED)

Rated torque 

Max. Speed 

Base Speed 

Motor output 

Motor Power Source 

Pulley Belt 

Tensioning Method

Stroke 

adjustment Method 

Max. Speed

Frequency

Displacement

Motor output 

Force

CV-Joint Sealing 
Testing System

Test  I  Automotive  I  Drive Shaft 테스트  I  자동차 산업  I  드라이브샤프트

www.knrsys.com

The CV-Joint Sealing Testing System simulates the real car axle under various conditions, such as spraying mud on a propeller 

shaft, to test the durability of the U-joint and center bearing sealing. This system is composed of three parts: the driver section for 

rotational movement, the jounce section for jounce motion, and a chamber to control temperature and mud conditions. Each 

component works together to evaluate load and deformation. Additionally, the system includes its own program for controlling and 

monitoring, providing real-time measurements of temperature and torque to ensure reliable test results.

CV-조인트 씰링 테스트 시스템은 프로펠러 샤프트에 진흙을 뿌리는 등 다양한 조건에서 실제 자동차 차축을 시뮬레이션하여 U-조인트 및 센터 베어링 

씰링의 내구성을 테스트합니다. 이 시스템은 회전 운동을 위한 드라이버 섹션, 자운스 모션을 위한 자운스 섹션, 온도 및 진흙 조건을 제어하는   챔버의 세 

부분으로 구성됩니다. 각 구성 요소는 함께 작동하여 하중과 변형을 평가합니다. 또한 시스템에는 제어 및 모니터링을 위한 자체 프로그램이 포함되어 

있어 온도와 토크를 실시간으로 측정하여 신뢰할 수 있는 테스트 결과를 보장합니다.


