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The train door frame & adapter interface module test rig is designed to evaluate the opening/closing force of the door and the manual 

operation performance in emergency situations. This equipment is designed and manufactured based on the ability to freely change 

test conditions. Therefore, this equipment is not only used for performance testing of newly developed door products, but can also 

be used for verification and analysis of operational problems in existing train doors.

열차 도어 프레임 및 어댑터 인터페이스 모듈 테스트 장비는 비상 상황에서 도어 개폐력과 수동 작동 성능을 평가하도록 설계되었습니다. 본 장비는 

테스트 조건을 자유롭게 변경할 수 있는 능력을 바탕으로 설계, 제작되었습니다. 따라서 본 장비는 새로 개발된 도어 제품의 성능 시험뿐만 아니라 기존 

열차 도어의 작동 문제 검증 및 분석에도 활용이 가능합니다.

SpecificationItem

Fine Adjustment: 150 mm

High-Speed Adjustment: 350 mm

T-slot base: 3m x 3m x 0.1m

Frame Size: 2.2m x 2.15m x 2.4m

≥ 1200 kg 

Adjustable in Three-Dimensional Space (X, Y, Z)

Dimension

Maximum Load Capacity

※ 테스트 항목

• 장애물 감지

• 수동 개방력

• 도어 닫힘력

※ Test Items

• Obstacle Detection

• Manual Opening Force

• Door Closing Force

※ 적용기준

• EN 14752 : 철도 적용 - 철도 차량용 차체 측면 출입구 시스템

※ Application Standards

• EN 14752 : Railway applications - Body side entrance systems for rolling stock


